CONTRACTORS CHECK LIST

IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO CONTACT THE RED BUD CITY HALL WHEN READY FOR INSPECTIONS.
For Building Inspections call Jeff Mueller at 618-282-2315 or 618-223-0293
For Plumbing Inspections call Randy Rudloff at 618-410-4908  

Should an inspection not pass or should a contractor call for an inspection and not be ready, an additional fee of $50.00 will be required for reinspection.

NOTE:  OSB, flake board, chipboard, or any type of particleboard is not permitted for


  roofs. Plywood must be ½” or greater.


All basements, whether finished or not, are required to have two means of egress.

Contact City Inspector when house is staked and property corners are marked to ensure that house is properly situated on the lot.

Provide City Inspector with Floor Plan and Roof and Floor truss plans. Provide electrical, HVAC, and plumbing diagrams and yard drainage plan if available. The more information provided up front, the less likely hood of failed inspections.

REQUIRED BUILDING INSPECTIONS
Inspections by City:  (AT LEAST 24 HOURS NOTICE IS REQUIRED)

1ST  Inspection: Before footings are poured

2nd  Inspection : Before foundation is backfilled. Drain tile must be inside and outside of                            basement.

3rd   Inspection: Before house is insulated and drywall up. Rough frame and electrical inspection will be done. Exterior of home should be sided and weather-tight.


(Will also inspect for the following items)


No OSB, flake board or any type of particleboard is permitted on roofs.


Studs:
Interior and exterior 16” on center (o.c.)


Floor joists – 16” o. c. with the exception of some floor trusses.


Roof trusses no more than 24” o.c.


Retaining Walls must meet guard rail codes. 


All Framed Chimneys must be lined with 5/8” fire rated dry wall on sides and 


ceilings at every floor.


Must have at least one 3’ exterior door.


Windows:  Sleeping Rooms must have a minimum net clear opening of 5.7 sq. 



       ft./820 sq. inches

Bedroom Windows in Basement and egress window in basement :  Must have a minimum net clear opening of 5 sq. ft./720 sq. inches
4th Inspection :
FINAL INSPETION:   BEFORE OCCUPYING>


(Will Inspect for the following)


Test all electrical outlets and switches.


Smoke detectors hard wired. One goes off, all go off.

Make sure everything is completed and in working order.


Exterior of structure must be complete. Gutters and downspouts must be buried at


least 5’ from foundation.


Yard must be graded with sufficient slope away from foundation, yard seeded to


prevent erosion to comply with Ordinance.

House Numbers must be clearly visible in accordance with 911 Regulations and mailbox installed.
Plumbing Inspection (AT LEAST 48 HOURS NOTICE IS REQUIRED)

1st Inspection : below grade plumbing inspection.


2nd Inspection : before drywall is installed. 
